
COMMERICAL VEHICLE ENFORCEMENT UNIT (6/26-7/2) 

NORTHWEST SECTOR:  
Details: 

• 6/29 Ferrisburgh, US Rte 7, 4 Inspectors screened 113 vehicles. They completed 13 
inspections which resulted in 8 vehicle and 3 driver violations. One vehicle and one 
driver were placed out of service.     

• 6/29 Mt. Tabor, US Rte 7, 2 Inspectors screened 79 vehicles. They completed 5 
inspections which resulted in 2 vehicle and 5 driver violations. One driver was 
placed out of service. 

• 6/30 Clarendon SB, US Rte 7, 3 Inspectors screened 57 vehicles. They completed 14 
inspections which resulted in 28 vehicle and 6 driver violations. Four vehicles and 
two drivers were placed out of service.  

 
Crashes: 

• 6/30 Inspector responded to US Rte. 7 in Pittsford for a tractor trailer roll over. The 
driver was driving south in the northbound lane in alternating one way traffic due to 
road construction when he drove off the paved surface. The left front tire impacted 
the end of a guardrail and caused the truck to drive through the guardrail and 
overturn. The driver was not injured. The driver was issued a ticket. 

       
 

Notables: 
• 6/27 Inspector stopped an oversized load on I89 in Williston. A tire blew on the 

trailer while in transit. The force of the tire blowing, caused a large roller from the 
machinery to come loose and fly across the interstate. An inspection was conducted 
and the trailer was placed out of service. 

 



        
 
• 6/27 Inspector inspected a tractor and trailer in Leicester. The truck tractor was 

placed out of service as there was a hole leaking air in the emergency glad hand 
hose. Also, the fabric ply was exposed and frayed. The pintle hook fastener was 
missing. The trailer was placed out of service for no operable brake lamps. 

       
 
• 6/28 Inspector inspected a tractor trailer in Shoreham. The trailer was placed out of 

service as the passenger side turn signal was inoperable. The driver was placed out of 
service as he was required to wear corrective lenses while driving and was not. 

 



       
 
• 6/28 Inspector inspected a tractor trailer in Orwell. The driver was stopped for 

speeding. The driver was placed out of service as his CDL was suspended in the 
issuing State. 

       
 
• 6/28 Inspector inspected a tractor trailer in Orwell. The driver was stopped for 

speeding. The driver was placed out of service for false log as the driver had driven 
off duty-personal conveyance from CT to pick up a scheduled load in Enosburg 
Falls, VT. The driver indicated that he thought it was allowed because the trailer was 
empty. 

 



       
 
• 6/28 Inspector stopped an interstate tractor trailer for an ABS violation on I89 in 

Colchester. The driver was placed out of service as his CDL had been downgraded to 
a Class D license. The trailer was placed out of service for a broken spring hanger 
that has resulted in shifting of a main leaf. 

         
 
• 6/28 Inspector stopped an interstate tractor trailer for an ABS violation on I89 in 

Colchester. The driver was placed out of service for using paper logs when an ELD 
was required. 

 



       
 
• 6/28 Inspector stopped an intrastate truck and trailer on I89 in Colchester for an 

expired state inspection. The driver was placed out of service for operating a CDL 
required vehicle without a CDL. The truck and trailer were both placed out of service 
for defective parking brakes. 

       
 
• 6/28 Inspector stopped an intrastate truck and trailer on I89 in Williston for an 

expired sate inspection. The driver was placed out of service for operating a CDL 
required vehicle without a CDL. The trailer was placed out of service for a defective 
breakaway cable. 

 



       
 
• 6/29 Inspector inspected a tractor trailer at the Ferrisburgh detail. The driver was 

placed out of service for 24 hours for being in possession of marijuana in a CMV. 
The driver was ticketed for the violation. 

         
 
• 6/29 Inspector conducted an inspection on a 5 axle tractor trailer at the Mt. Tabor 

detail. During the inspection, the odor of intoxicants was detected. The operator 
provided a breath sample of .029 BAC. The driver stated that he had 8-9 beers the 
night before. The driver was placed out of service for 24 hours, and issued a ticket 
for the violation. 

 



       
 
• 6/30 Inspector inspected an interstate tractor trailer at the Clarendon detail. The 

driver had been operating in interstate commerce from FL to VT for the last 8 days, 
but failed to have any record of duty status at all. The driver was placed out of 
service for no ELD. 

       
 
• 6/30 Inspector inspected an intrastate fuel hauler at the Clarendon detail. The vehicle 

was placed out of service as all 4 ID numbers misrepresented the product on board. 

       
 



• 6/30 Inspector inspected a tractor trailer at the Clarendon detail. The trailer was 
placed out of service as the passenger side rear turn signal was inoperable. 

       
 
• 6/30 Inspector inspected a truck towing a trailer at the Clarendon detail. The 

combination required a CDL and the driver had a class D license. The driver claimed 
that he had the trailer de-rated so it was below CDL requirement. He advised he got 
inspected about a week prior and was placed out of service for no CDL. The driver 
produced a VIN plate from inside the truck. The plate looked suspiciously 
homemade and not official by any account. The driver eventually admitted that he 
made the VIN plate himself so that he could drive without requiring a CDL. The 
driver was placed out of service for not having a CDL and for not having electronic 
logs as required. The trailer was placed out of service as the driver’s side rear turn 
signal was inoperable. 

       
 



       
 
• 7/1 Inspector stopped an interstate box truck on I89 in Williston for a marking 

violation. The vehicle was placed out of service as the carrier’s USDOT # was 
inactive. The driver was placed out of service as his shift was already over 16 hrs 
long at the time of inspection. 

       
 
• 7/1 Inspector stopped an intrastate truck for a load securement violation on I89 in 

Colchester. The vehicle was placed out of service until the rear of the roll off 
container was properly secured. 

• 7/1 While conducting an inspection, a driver flagged down an Inspector and advised 
a dump truck just broke their windshield. The dump truck’s tailgate was only latched 
on one side and gravel was actively pouring out of the vehicle onto the roadway. An 
inspection was conducted and the truck was placed out of service until the load was 
secure. Insurance information was provided for the motorist who suffered damage. 



 

       
 
Passenger Carrier:       

• Nothing to report.       
 
NORTHEAST SECTOR: 
Details: 

• 6/28 White River Jct Rest Area, I-91 N. Five Inspectors screened 226 vehicles. 
Twenty-six inspections were completed. Fifty-three vehicle (nine out of service) and 
five driver violations were discovered.  

 
Crashes: 

• 6/29 Stowe, VT Rte 100. An Inspector responded to this single vehicle CMV crash 
with injury on VT Rte. 100 in the Town of Stowe.  The CMV was traveling south 
and negotiating a slight left hand turn in substantial fog when it overturned dumping 
its load of recycled metal into a field and a taking out approximately 80 feet of guard 
rail.  Speed is believed to be a factor in the crash, and the investigation is ongoing at 
this time.  The driver received non-life threatening injuries and was transported to 
Copley Hospital in Morrisville.   



       
 
Notables: 

• 6/23 Coventry detail, I 91 N. An Auditor conducting a Level 1 inspection on a five 
axle CMV transporting logs placed the trailer out of service for a defective frame- 
crack in frame above upper fifth wheel plate. 

       
 
• 6/28 WRJ detail. An Inspector condcuted a Level 1 on a five-axle tractor-trailer 

which revealed multiple Out of Service violations to include cracked suspension 
hangers on both the right and left side of axle 4 (1st trailer axle) as seen to the left 
where the crack is extending above and below the trailing arm pin and is beginning 



to separate.  The vehicle also had two brakes that were more than a quarter of an inch 
out of adjustment meeting the 20% requirement of 2 full brakes out of 10 (5 axles) 
being out of adjustment.  The 20% percent rule states when 20% or more of the 
brakes are out of adjustment, the CMV is out of service.  A third brake was defective 
by way of having two separating cracks in the brake drum that were separating. The 
company was ticketed and the combination placed out of service. 

         
 
• 6/28 WRJ detail. An Inspector conducting a Level 2 inspection on a CMV placed the 

CMV out of service in combination for a kinked emergency-side trailer supply hose. 
The driver was placed out of service for a false log; driver had placed himself in off-
duty status while driving 308 miles in commerce during the previous days. 

• 6/28 Lyndonville, VT Rte 5. An Inspector stopped a six-axle log truck while en route 
to the WRJ detail. The log truck was weighed and an inspection was completed. The 
CMV was found to be 117,000 lbs, 18,000 lbs over the permitted limit. A Level 2 
inspection was completed and the CMV was placed out of service for a flat tire and 
defective (chaffed) air brake hoses. A ticket was issued to the company. 



       
 
• 6/28 WRJ detail. An Inspector conducting a Level 2 inspection placed the CMV out 

of service for an inoperable emergency brake. 
• 6/28 Fairlee, I 91. An Inspector responded to a CMV in the median. The driver had 

taken evasive steps when a load of traffic cones fell off a construction vehicle within 
a work zone. There was no damage reported and a Level 3 inspection was 
completed. 

       
 
• 6/28 WRJ detail. An Inspector conducting a Level 1 inspection on a two-axle box 

truck placed the CMV out of service for a defective suspension; broken main leaf 
spring. 



       
 
• 6/28 WRJ detail. An Inspector placed a two-axle CMV out of service for a defective 

emergency brake. 

       
 
• 6/28 WRJ detail. An Inspector conducting a Level 2 inspection placed the CMV out 

of service for improper load securement; loose straps, improper number of straps, 
and no edge protection. 



       
 
• 6/28 WRJ detail. An Inspector conducting a Level 2 inspection on a four axle dump 

truck placed the CMV out of service for a defective steer axle tire. 

       
 
• 6/28 WRJ detail. An Inspector conducting a Level 2 inspection discovered a 

defective wheel. The wheel had multiple cracks in manufactured wheel holes that 
extended from one hole to another. The CMV was placed out of service. 



         
 
• 6/28 Inspector responded to VT Route 108 Smugglers’ Notch for a tractor trailer that 

was stuck.  The driver acknowledged he saw the signs but continued to follow his 
GPS unit.  The vehicle was backed down the Stowe side with the assistance of a 
heavy wrecker.  The vehicle was inspected and the driver was issued a ticket by the 
VSP. 

       
 
• 6/29-6/30 Inspectors and K9s attended monthly in-service training at the Vermont 

Police Academy. 



        
       K9 preparing to search baggage for narcotics 
 

        
       K9s keeping cool during training 
 
• 6/29 Montpelier. An Inspector responded to assist Montpelier PD at a manure truck 

rollover on a town road. No inspection was completed as the CMV was a farm 
vehicle not meeting the regulations. 



 
 

• 6/30 Fairlee, US Rte 5. An Inspector stopped a septic truck for an expired inspection. 
An inspection was conducted and the driver was placed out of service for not having 
a CDL while operating a CDL Class B required vehicle. A ticket was issued to the 
carrier for the violation. 

       
 
New Entrant: 

• Thirteen carriers contacted regarding audit, document uploads, inactivation, or 
closeout. Four audits completed. 36.5 hours.  

 
Passenger Vehicles: 

• No activity reported. 
 
SOUTH SECTOR: 
Details:  



• 6/28 White River SB Rest Area, I-91, 4 Inspectors screened 270 vehicles.  They 
completed 2 Level 1 inspections and 10 Level 2 inspections resulting in 31 vehicle 
violations and 12 driver violations. Seven vehicles were placed OOS and 4 drivers 
were placed OOS.  Additionally, 10 platform weights were verified and 10 OS/OW 
permits checked for compliance.   

       
 
• 6/30 Bridgewater WIMS, US Rte 4, 5 Inspectors screened 47 vehicles.  They 

completed 2 Level 1 and 6 Level 2 inspections resulting in 17 vehicle violations and 
3 driver violations.  There were 2 vehicles and one driver placed out-of-service.  

       
 
Crashes: 

• 6/28 Inspector responded to a report of a single overturned propane truck in 
Manchester.  The truck was removed prior to DMV arrival.  The driver explained a 
small roll of copper tubing shifted in the cab of the truck just after leaving his 
terminal so he pulled to the right to secure the copper.  The truck tires dug into the 
soft shoulder so when the truck came to a complete stop it rolled over due to the 
shifted weight of the load.  The tank was loaded to 75% capacity at the time.  A level 
2 inspection was completed resulting in only minor vehicle defects sustained in the 
crash.   



       
 
Notables:      

• 6/28 Inspector discovered a roll off container not properly secured to the vehicle 
during an inspection at the WRJ SB detail.  The right rear of the container was not 
secured as required.  The driver was required to correct the issue before continuing. 

       
 
• 6/28 Inspector approached a truck/trailer combination loaded with a small excavator 

who entered the WRJ Rest Area but avoided coming through the weigh station.  He 
noted the vehicle was marked with a business name and DOT number, but the driver 
claimed he was told he was not subject to federal regulation.  The combined GVWR 
of the combination was 29,930.  Inspector confirmed the vehicle was in interstate 
commerce (NH to VT) and completed a level 2 inspection.  He found the operator 
did not possess a Class A CDL and the DOT number displayed was inactive.  
Additionally, the excavator in transport was not secured per commodity 
specifications.  The vehicle was placed OOS for no operating authority, the trailer 
OOS for cargo securement and the driver out of service for no Class A CDL.  The 
driver arranged for removal of the vehicle.  



       
 
• 6/28 Inspector discovered more than ½” of vertical movement of the shaft in the 

center bearing carrier of a CMV while completing a level 1 inspection.  The center 
bearing carrier was cracked 360° and a piece of the rubber was displaced and 
hanging out of the bracket.  The CMV was placed out of service. 

       
 
• 6/28 Inspector discovered the operator of a tractor trailer had his CDL downgraded 

to a class D license due to an expired medical certificate on file.  The driver was 
placed out of service.  

• 6/28 Inspector inspected a truck/trailer combination hauling crushed stone and 
concrete ready mix.  The combined GVWR of the combination was 25,200 lbs; 
however, the load appeared extremely heavy.  The vehicle was weighed and the 
actual weight of the combination was 30,300 lbs.  The driver was placed OOS for 
failing to possess a Class A CDL.  The combination was separated to eliminate the 
CDL requirement and the driver made arrangements to return with an empty truck to 
retreive the trailer.   



       
 
• 6/28 Inspector placed a driver out of service for failing to have a med card.  This was 

the driver’s 4th violation since 2/2020. 
• 6/28 Inspector located an oil leak from a rear differential during an inspection in 

WRJ.   

       
 
• 6/28 Inspector placed two different drivers out of service for false logs/no previous 7 

days logs.  One driver entered the detail “off duty” with his last recorded on duty 
workday being 6/26 in Darien, CT.  A phone call was made to the carrier and the 
driver had been sent to deliver a load in northern Vermont.  The driver chose to not 
power on his ELD.  The second driver was based in NJ, had delivered all over New 
England for the last 4 days outside his 150-mile radius and never started a log or 
used the ELD installed in his truck. 



       
 
• 6/28 Inspector discovered a broken camshaft during a level 1 inspection at the 

Hartford detail.  In addition to the broken camshaft, a mounting bolt was missing, 
and the remaining bolts were loose.  The CMV was placed out of service. 

       
 
• 6/28 Inspector discovered an inner wheel seal leak during a level 2 inspection that 

contaminated the brake surface. Also, during this inspection discovered a chaffed 
service air hose.  The damage extended into the inner core and was evidenced by a 
color change in the plastic tubing.  The trailer was placed out of service.  



       
 
• 6/29 Inspector responded to a report of a tractor trailer that was stuck and had taken 

down wires on a town road in Hartland.  The driver was making a local delivery and 
following a GPS.  After taking down the wires the driver attempted to back up and 
got stuck completely blocking the road.  Sabil and Sons responded with a heavy 
wrecker and was able to straighten the vehicle which then was able to move on its 
own.  Green Mountain Power assisted at the scene. 

       
 
• 6/29 Inspector received a BOL for a tractor trailer driving erratically while 

monitoring traffic on I 89 N.  Complainants advised the CMV was travelling in the 
left lane with its four-way flashers on and was unable to maintain its lane.  The CMV 
travelled approximately 30 miles in this fashion and six 911 calls were received.  The 
driver was confrontational during the inspection, but no signs of impairment were 
detected.  The driver was issued a ticket and the trailer was placed out of service for 
defective axle positioning components.  



       
 
• 6/29 Inspector located cracks and broken welds on the frame of a sliding trailer 

suspension.  The trailer was placed out of service. 

       
 
• 6/30 Inspector discovered safety chains not secured to the anchor points on the tow 

vehicle.  The chains were too short, so the driver looped a second chain around the 
anchors, but it was not secured to them.  The vehicle was placed out of service until 
the safety chains were properly secured. 



       
 
• 6/30 Inspector located cracks in the welds which held two cross members to the 

frame of a trailer.   

       
 
• 6/28 Inspector completed a Level 1 inspection on a 4 axle septic truck.  He found the 

axle 3 left and right brakes out of adjustment.  The vehicle was placed OOS for 20% 
or more defective service brakes.  The driver contacted a roadside service for repairs. 

• 6/30 Inspector observed a 5 axle combination vehicle loaded with Compressed 
Natural Gas transiting through Rutland with no working trailer brake lights.  
Inspector stopped the CMV and completed a Level 2 inspection.  The combination 
was placed out of service for the lighting violation and a roadside service contacted 
by the carrier. 

• 6/30 Inspector completed a Level 2 inspection on a 2 axle box truck and found no 
DOT markings on the vehicle or listed on the rental agreement.  Additionally, the 
driver was on his tenth trip in 30 days and was not using an ELD.  The vehicle was 
manufactured after 2001 and an ELD was required.  The driver was placed out of 
service for ten hours. 

 


